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	 Vehicle Specifications:

•	 Isuzu D-Max 2.5ltr 
•	 Polypropylene body with fully integrated water and  
	 foam tanks 
•	 Provision for CAP 168 equipment 

•	 Godiva HPX 100B18 – 726 Litres per minute @ 20 Bar 
•	 700 Litres water tank capacity 
•	 45 Litres foam tank capacity (3% foam) 
•	 Cab mounted fully proportional joystick monitor control  



TACR3 Build Specification
1 Chassis Technical Data

1.1 Type Make and Model Isuzu D-MAX 2.5ltr
1.2 Drive 4 x 4 (single rear wheels)
1.3 GVW 3500kg
1.4 Engine Diesel
1.5 Transmission Manual 
1.6 Suspension Uprated independent suspension, Air on rear

1.7 Cab
2 Man King Cab with additional half doors
BA stowage.

1.8 Ancillaries

2 Bodywork Technical Data

2.1 Body Polypropylene body with fully integrated water and foam tanks.

2.2 Lockers
Side and rear lockers fitted with lockable roller shutter doors.
Low level lockers with lockable drop down doors.

2.3 Stowage Provision for CAP 168 equipment
2.4 Optional Extras Short extension ladder stowed in lower side locker

3 Fire System Technical Data

3.1 Pump
Godiva HPX 100B18 – 726 Litres per minute @ 20 Bar.
Petrol engine
Electric start (In cab and rear locker) Pump and Roll

3.2 Foam System
Around the pump 3% foam proportioning system calibrated to 225litre foam branch.
External Foam Pickup – ball valve controlled.

3.3 Water Tank 700 Litres capacity
3.4 Foam Tank 45 Litres capacity – 3% foam

3.5 Delivery
One monitor bumper mounted remote control
One water/foam hand line delivery – unrestricted (Rear Locker).
Stowage for delivery hose, water foam branch adjacent to fire pump. Stowage options are flaked or Dutch rolled.

3.6 Control system

Cab mounted fully proportional joystick monitor control
Cab mounted aux control panel
(Pump Engine start, Water on/off, Foam on/off.)
Standard Hale rear mounted panel
(Pump Engine start, Water on/off, Foam on/off.)
Water Contents gauge fitted in cab and on rear control panel

3.7 Supplementary Media To meet minimum requirements.

4 Electrical System Technical Data

4.1 Battery 100 Amp

4.2 Vehicle Lighting

Standard vehicle road lighting package including headlights, sidelights, tail lights, fog lights, reversing lights, brake 
lights rear reflectors, directional indicators and number plate light.
LED Front Blue Repeaters – grill mounted.
LED Rear Blue Repeaters
LED Roof Mounted Blue Light bar
Amber Obstruction Beacon

4.3 Additional Lighting LED Internal Locker Strip Lights – operate with vehicle side lights.
4.4 Lighting Control Cab Mounted Hand Controller for all lighting and incorporating PA / Siren Unit.
4.5 PA / Siren Speaker 100 Watt
4.6 Radios and Aerials Wiring provided for customer supplied equipment
4.7 Lighting Control Cab Mounted Hand Controller for all lighting and incorporating PA / Siren Unit.

4.8 Optional Extras
Auto eject with Battery Charger Vehicle Mounted
Scene lights side and rear.
Rear mounted manual light mast approx. 3 meter extended with 12v LED light head, 150 watt 14000Lumens

5 Paint and Decal Technical Data

5.1 Paintwork Standard silver – option for other colours to customer’s requirements.

5.2 Optional Extras
Reflective Rear Chevron Marking
Reflective Side Stripes and Customer Wording
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